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Split-Body, Full-Bore Design  Blowout-Proof Stem 316 SS Trim

Multiple V-Ring Packing ¢ Mounting Pad < Fire Safe * Vented Ball

720 PSI/50 Bar Non-Shock Cold Working Pressure

CONFORMS TO ASME/ANSI B16.34, B16.5, MSS SP 72,
API 607 FOURTH EDITION, API 608, API 598,
MSS SP 25

MATERIAL LIST
PART SPECIFICATION

T._"Body and End Piece__ Carbon Steel ASTM A 216 Type WCB
2. 1Ball (Vented) Stainless Steel ASTM A 351 Type CFM
3 Stem Stainless Steel ASTM A 276 Type 316
4 Seat Carbon Filled Teflon

5 Packing Set Graphite and Braided Graphite
6._Pack Gland Carbon Steel Plated

7 Gasket 304 SS/Graphite Spiral Wound
8._Body Stud Carbon Steel A 193 Grade BIM

9. Heavy Hex Body Nut Carbon Steel A 194 Grade 2HM

10._Belleville Washer Stainless Steel

TCast specilications shown. Smaller sizes may be manufactured from equivalent bar
stock specifications.

DIMENSIONS—WEIGHTS—QUANTITIES

Dimensions
Size A B C D E
In._mm._In. mm._In. mm._In._mm._In._mm.__In. mm.

Yo 15 425 108 252 64 44 11 350 89 50 15
Yo 20 463 118 274 70 50 13 388 99 78 20

1 25 500 127 280 71 56 14 425 109 98 25
1% 40 650 165 354 90 56 14 500 127 157 40
2 50 700 178 399 101 62 16 600 152 200 51
3 80 800 203 419 106 .75 19 750 190 3.00 76
4 100 900 229 450 114 94 24 900 229 400 102
6 150 1550 394 800 203 100 25 11.00 279 6.00 152
8 200 1800 457 900 229 112 28 1350 343 800 203
10 250 21.00 533 1050 267 119 30 16.00 406 10.08 256
12300 2400 670 12.00 305 125 32 19.00 483 12.09 307 10m12"
Dimensions
Size G H J K L 0 P Q R
In._mm._In. mm. In. mm._In._mm._In._mm.__In. mm. N In_mm.__In. mm.__In._mm. In._mm.
Yo 15 512 130 352 69 47 12 100 25 19 5 25020 — — — — 375 9 200 51
Ya 20 610 155 413 105 69 18 126 32 31 8 26020 — — — — 384100 200 51
1 25 610 155 425 109 63 17 126 32 31 8 31218 — — — — 419 105 175 44
1Y% 40 906 230 497 126 150 38 168 43 47 12 31218 — — — — 563 143 175 44
2 50 903 230 566 144 181 46 166 42 63 16 31218 — — — — 632 161 225 571
3 80 1263 321 738 187 265 67 213 54 78 20 37516 413 105 157 40 712 181 350 B89
4 100 1575 400 809 205 259 66 213 54 78 20 43714 413 105 157 40 800 203 400 102
6 150 3150 800 1065 271 368 93 256 66 110 28 437-14 406 126 236 60 1444 367 400 102
8 20 — — — — 4537115 253 65 117 30 50013 496 126 236 60 1681 427 762 104
0 250 — — — — 583148 301 76 157 40 62511 590 150 275 70 1975 502 866 220
1230 — — — — 569145 301 76 157 40 62511 500 150 275 70 2269 576 945 240




APÉNDICE F1
[image: image2.png]Class 250 Iron Body Gate Valves

Bolted Bonnet « Outside Screw and Yoke  Solid Wedge « Bronze Mounted

250 PS1/17.2 Bar Saturated Steam to 406° F/207° C
500 PS1/34.5 Bar Non-Shock Cold Working Pressure
to -20°F to 150° F/-29° C to 66° C®

CONFORMS TO MSS SP-70 « APPROVED BY THE NEW
YORK CITY B.S.A. 143-69-SA AT 350 PSI
NON-SHOCK COLD WATER

MATERIAL LIST
PART SPECIFICATION
1. Stem Brass ASTM B 16 Alloy C36000
2. Handwheel Nut Cast Bronze ASTM B 584 Alloy C84400
3 Identification Plate_ Aluminum

4

Yoke Bushing

Cast Bronze ASTM B 584 Alloy C84400

Bonnet Cap Bolt

Steel ASTM A 307

Gland Follower Nut

5 Handwheel Cast Iron ASTM A 126 Class B
6. Bonnet Cap Nt Steel ASTM A 307

Cast Iron ASTM A 126 Class B
7. Bomnet Cap or Ductile Iron ASTM A 536
& Bomnet Cast Iron ASTM A 126 Class B
9
0

Brass ASTM F 467 Alloy C27000

Gland Follower

Cast Iron ASTM A 126 Class B
or Ductile Iron ASTM A 536

Zinc Plated Powdered Iron ASTM B 783

12, Packing Gland or Brass ASTM B 16

13 Packing TFE Braided

14 Gland Follover Bolt___Steel ASTM A 307

15 Backseat Bushing Cast Bronze ASTM B 584 Alloy CB4400

16 Body Nut Steel ASTM A 307

17 Body Gasket Reinforced Graphite

18 Body Bolt Steel AST A 307

19 Body Cast Iron ASTM A 126 Class B

20._Stem Collar Brass ASTM B 16 Alloy C36000

21.7Wedge Cast Iron ASTM A 126 Class B

22.5Wedge Nut Cast Bronze ASTMB 584 Alloy CB4400

23. Wedge Pin Silicon Bronze ASTM B 371 Alloy C69400
or ASTM B 140 Alloy C31400

24_Seat Ring Cast Bronze ASTM B 584 Alloy CB4400

25 edge Face Ring _Cast Bronze ASTM B 584 Alloy C84400

TSizes 2" thru 8" made with Yoke Integral with Bonnet. Sizes 8" thru 12" made with-

separate Yoke Bolted to Bonnet.

2Wedge construction - 2" thru 3" all bronze.
4" thru 12" Cast Iron with Bronze Wedge Face Rings.

3Bronze Wedge Nuts used on sizes 5" thru 12",

DIMENSIONS—WEIGHTS—QUANTITIES

Size A B

Dimensions

C D E Weight

mm. _In._mm._In._mm.__In. mm._In. mm. In. mm. Lbs. Kg.

50 850 216 16.00

406 8 203 650 165 B8 22 56 25

65 950 241 1844

468 8 203 750 191 100 25 74 34

80 1113 283 20.50

521 10 254 825 210 113 29 122 55

100 12.00 305 27.00

686 12 305 1000 254 125 32 193 67

125 1500 381 31.50

800 12 305 11.00 279 138 35 297 135

150 1588 403 33.00

838 16 406 1250 318 144 37 411 167

200 1650 419 4550 1156 16 406 1500 381 163 41 637 289

250 18.00 457 56.00 1422 20 508 1750 445 188 48 897 407

300 _19.75 502 60.00 1524 20 508 20.50 521 2.00 51 1172 532
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FREEZING WEATHER PRECAUTION: Subsequent to testing a piping
system, valves should be left in an open position to allow complete
drainage.

“®For detailed Operating Pressure, refer to Pressure Temperature
Chart on page 111.



APÉNDICE F2



CARACTERÍSTICAS TÉCNICAS DE LAS VÁLVULAS DE BOLA.
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CARACTERÍSTICAS TÉCNICAS DE LAS VÁLVULAS DE COMPUERTA 
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