TABLA 3.1.10
UNIDADES CONDENSADORAS, ENFRIADOS POR AIRE

[image: image1.png]SL INDOOR OR OUTDOOR INSTALLATION

(1/2 THROUGH 5 HP)

The SL series of condensing units is ideal for convenience store, restaurant
and other commercial applications. The units features a semi-hermetic

refrigeration compressor, rifled copper tube/aluminum fit condenser, high
and low pressure controls, prepainted galvanized steel cabinet and suction

and discharge service valves. UL listed, UL listed for Canada.

See bulletin 540 for full details.

MODEL SL CAPACITIES AND SPECIFICATIONS

Model

KAM-0100
KAG-0150
ERA-0200
KAK-0200
ERC-0200
ERF-0310
3RA-0310
NRB-0400
NRA-0500
NRM-0500
HAJ-005E
KAR-010E
KAK-020E
ERC-021E
ERF-031E
3RA-031E
NRB-040E

BTUH
Suction @ 95
Compressor | Refrigerant | Temperature | Ambient

Connections

5/a

208-230/1 460/3

Dimensions (In.)

[ H ]
20

4,430 24'/4) 30'/1e

4,850 °fe 20 | 24'/4| 3016

5/s 20 | 24'/4| 306

5/s 20 | 24'/4| 30"

5/s 20 | 24'/4| 30"
HCFC-22 5/s 20 | 24'/4| 30" |
High & s 20 | 384|301
Commercial 25° s . 20 | 38'/a| 301
Temperature I 4.4 20 | 38'/a| 301
Is 20 30"16

Is 337/s

337/s

337/s

HFC-404A
Medium 25"
Temperature

KAN-0050
KAM-0075
KAJ-0100
EAD-0200
LAH-0310
KAN-005E
KAM-007E
KAJ-010E
KAL-015E
EAD-020E
EAV-020E
3AB-031E
LAH-031E
LAC-031E
NRD-040E

HCFC-22
Low -10°
Temperature

2,580
4,320
5,790
8,920
9,870
11,280
13,380
17,800
16,9401
20,420

HFC-404A
Low -10°
Temperature





