TABLA  3.2.1

  SELECCIÓN DE QUEMADOR
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SPECIFICATIONS: MODEL P265/P265BB

Minimum BTU Input 65,000

Maximum BTU Input 200,000

Voltage 120 Volt, 60Hz

(Gas Pressure Required Natural Gas - 4.5" W.C.
LP Gas 11.0“W.C.

ignition Source Standing Pilot or Electronic Pilot

Gas Valve 24 Volt

Combustion Chamber

Floor Area Minimum 0.8 sq. in/1000 BTU
Maximum 0.9 sq. in./1000 BTU

Gas Connection 1/2" NPT

Air Tube Diamater 4"

ADDITIONAL NOTES:

* Standing pilot burners available in 110 Volt/50Hz or
220 Volt/50-60Hz models.

« Electronic ignition burners available in 110 Volt/S0Hz

+ 220 Volt/S0Hz burners not AGA certified.

« For high aititude — over 5,000 feet — contact factory for
derating iniormation.

SIDE VIEW: P250/P265/P265BB
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SPECIFICATIONS: MODEL P250AF

Minimum BTU Input
Maximum BTU Input

Veltage

Gas Pressure Required

Ignition Source
Gas Valve

Combustion Chamber

Floor Area

Gas Connection

50,000
250,000

120 Volt, 60 Hz
Same as P265
Same as P265
24 Vot

Minimum 0.6 sq. in./1000 BTU
Maximum 0.9 5q.1n/1000 BTU
1/2° NPT

Air Tube Diameter 4"
~Model variations available for OEM applications — contact
factory.
Order Shipping
MODEL Wayne FUEL Ignition Weight
Part # Each
P250AF 61814 Nat S.P. 24 |bs.
PR50AF 61819 SP. 26 Ibs.
P250AF 61821 EF 28 lbs,
P250AF 61825 =t - 24 |bs.
‘R265F! 61487, ey 22/bs:
"P265“"‘. 61175, 24 lbs
P265F; 161493 2416
P265F 61497 257bs;
P265:; ;6117? 25 lb$~
P265F 61900 23bs,
P265: 61953 25 bs.
P2s5F 61907 '74 Ibs
P265F 61909 2515,
P285:; 51964 25 Ibs,
P265F BB 63201-001 5" 24 Ibs.
P265F BB 63200-001 5" 24 Ibs,
"S.P. = Standing Pilot
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